
SIRIUS-CL

0-10 V 

0-10 V

ANA-out

CAN-Local

DIG-out

0 / 1 (max 8) (max 4)

(max 4)

EPU-12

Frequency inverter

ON / OFF fans

Air inlets

Adjustable fans 230 Vac - max 12 A

Adjustable fans 400 Vac

Damper

Multiple dampers
PS-100

EKU-N

SmartWinch

Winch motor
(230 Vac)

FRB-4

400V / 7A

Total max 16A

400V / 7A 400V / 7A 400V / 7A

400V / 7A 400V / 7A 400V / 7A 400V / 7A

Total max 16A

Air inlets

Analogue in

Ventilation
(adjustable)

Ventilation
(ON/OFF))

Damper(s)

Air inlets

Max 2
Potentiometer

Max 2Max 1

0-10 V (max 3)

230V 230V 230V

400V 400V 400V

Digital in

Counters Max 3

Feed registration
Water registration



RK-4

RK-4

“Tunnel” shutters

Heaters

Cooling

Timers

Tunnel

Heating

Cooling

Timers (max 3)

0 / 1

0-10 V (max 2)

0 / 1 (max 2)

0 / 1

0 / 1 (max 3)

e.g. Feed
 Water
 Lighting

Air inlets

RK-4
Humidifier

Humidifier

0 / 1

Air inlet 1 open
0 / 1

Air inlet 1 close
0 / 1

Air inlet 2 open
0 / 1

Air inlet 2 close
0 / 1

RK-2x2



Communication

Alarm

DS-12KZW-1

SIRIUS-CL

R 
A 

I N B O
 W

Rainbow+ management software

USB

Max 500 meter

Max 500 meter

SmartLink SIRIUS-CL

SIRIUS-CL

CAN-Switch

ACA-10N

Max 10 alarm inputs

ACA-1N

1 alarm input


